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Ten Pounds of Gold and Silver Buried 5 ft. Deep in the Back Yard for a Period of Time

*Optional Equipment for the Pinpointer Pro

*Optional Equipment for the Pinpointer Pro

*Daylight readable (can be read in the brightest sunlight)
*Hands-free, heads-up viewing
*Low power consumption
*Ergonomic design
*Plug and play

Project the information where you need it the most - right in front of your eyes. Careful attention to 
the ergonomics in PC Video Glasses design makes them the most comfortable and useful viewing 
systems available anywhere.

Making practical portable, you can see where you are walking while viewing the results of your 
Imaging. The PC Video Glasses mount on eyeglasses or safety eyewear and provides a 
monocular color full VGA image. The viewer is a full video rate product capable of full motion 
video at 60 frames per second. 
It features quick release mounting system so that it can be easily attached and detached from 
the user’s eyewear. The PC Video Glasses are field-changeable to a left or right eye viewer. The 
focal distance can be adjusted from 2 feet to infinity. The PC Video Glasses provides convenient 
controls for adjusting the contrast, brightness, tint, and color of the image. The miniature controls 
and battery are integrated in a lightweight, sleek system that is easily clipped to a belt or carried 
in a pocket. Operating time on a single charge is approximately 5 hours.

See the terrain in vivid detail using the 3-D map views and controls. These realistic views also 
retain the various elements you add to your customized maps – Trails, Map Notes, GPS 
Waypoints, and Draw Objects. Add Map Notes; draw your own claim and then measure the area 
of your claim (see the square footage or acreage of plots of land). Even draw in your own roads 
and route on them – these are amazingly powerful draw tools.

In mining, GPS positioning data can be critical to mission planning, safety and legal claim. 
Accurate Locators offers a number of GPS survey systems, optimized for mining surveys to 
acquire and stake out features with precision accuracy. GPS systems can also be used to lay out 
shaft connections from the surface to guide tunneling.

*Know your location and layout your route in 
advance
*Mark your location
*Supports Bluetooth-enabled laptop PC’s and 
mobile devices
*U.S. topographic maps for off-road, U.S. and 
Canadian
street maps for on-road
*Profile routes in advance to see elevation gains 
and choose 
alternate routes using Topo USA 6.0

Equivalent to a 17 in. monitor
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Scan Samples Using the Pinpointer Pro
Scans Performed in the Dry Desert Climate at Walking Speed



To relocate a target, ground balance on original location (starting point).  This screen has a high 
value of 14 and a low value of -20 (you may have marked the ground at the target point) you 
would move near the target point and attempt to get the current reading to read the same as 
the high /low reading. If your monitor shows a large target color or your high / low reading is 
higher than your options values you might reset your option values higher so it will be 
indicated in color on your monitor more clearly (distinguished), but the numbers are most 
accurate so watching the numbers would indicate when you have relocated your target 
(strongest / weakest). Attempting to get the highest number would also assist in your depth of 
target formula also.

Trouble shooting

If your computer won't turn on check to make sure the battery is plugged in properly and 
has a sufficient charge.

If the computer stops reading or is sporadic check the plug-ins on the computer and the 
antenna for a secure positive connection.

If your readings are different than the previous reading your direction of scan may be 
different or you may have the antenna closer or further away from the ground. Or the 
Ground Balance location may be different (repeat scans have to be very precise in all details 
as this instrument is very precise). If you are attempting to read on a different day or even a 
different time of day the ground moisture content can effect scan readings.
Another cause of different readings may be your shoes may have metal on them and you 
are to close to them.

Erroneous readings may be a result of the antenna being turned clockwise or 
counterclockwise.

Low battery can be a factor in eronious readings although your computer will warn you with 
a low battery notice.

Red - Strong Targets 
(metal chest, metal pipes)

Green - Background 
(common ground) 

Blue - Weak Target 
(void, cave or tunnel)

Yellow/Orange (an  
anomaly)

Accurate Locators Inc.
1383 2nd Ave. Gold Hill, Oregon 97525

Sales Phone No. (USA & Canada) 866-369-1975 or 775-751-6931
International Sales: 01-541-326-4169 Fax: 775-537-6613

e-mail:accurate@accuratelocators.com

With show rooms in 
Gold Hill, OR

and 
Near Las Vegas, NV

Over the Hump in Pahrump
Web site: www.accuratelocators.com
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Trouble shooting



Limited Manufacturer's Warranty

Accurate Locators Inc. warrants product against defects in material or workmanship for a 
period of one (1) year from the date of purchase by the original purchaser. If Accurate 
Locators Inc. determines the product to be defective in materials or workmanship, Accurate 
Locators Inc. will replace or repair the product. To obtain warranty service worldwide, call 
1-541-326-4169 or visit us at www.accuratelocators.com. (Please include a written 
description of the problem). A Return Merchandise Authorization ("RMA") must be obtained 
prior to returning the equipment. If equipment is returned without a "RMA", it will not be 
accepted.

REPLACEMENT OF THIS PRODUCT AS PROVIDED UNDER THIS LIMITED WARRANTY 
SHALL BE THE EXCLUSIVE REMEDY OF THE CONSUMER. ACCURATE LOCATORS INC. 
SHALL NOT BE LIABLE FOR ANY LOSS OR DAMAGES RESULTING FROM THE USE OF OR 
INABILITY TO USE THE PRODUCT OR FOR BREACH OF ANY EXPRESS OR IMPLIED 
WARRANTY OR CONDITION OF THIS PRODUCT. EXCEPT OT THE EXTENT PROHIBITED 
BY LAW, EXCEPT CONDITIONS OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE ARE LIMITED IN DURATION TO THE DURATION OF THIS WARRANTY.

Some States/Jurisdictions do not allow limitations on how long an implied warranty or 
condition lasts or exclusions or limitations of consequential or incidental damages, so the 
above limitations or exclusions may not apply to you. This warranty gives you specific legal 
rights, and you may also have other rights which vary from State to State in the U.S. and 
Puerto Rico or from Province to Province or Territory in Canada.

Accurate Locators Inc.'s warranty is for repair or replacement of products that proves to be 
defective in workmanship or material subject to the warranty period and any other condition 
set forth on the package. Physically damaged merchandise or merchandise where control 
seals are removed or damaged is not covered under warranty. Customer is responsible for all 
shipping costs to and from Accurate Locators Inc.

Accurate Locators Inc. offers a limited one (1) year warranty on all products manufactured 
by Accurate Locators Inc. All other products manufactured other than by Accurate Locators 
will fall under those product's manufacturers warranties only.

Accurate Locators Inc.
1383 2nd Ave

Gold Hill, OR 97525 USA

Technical Support: tech@accuratelocators.com
1-541-326-4169

USA Pinpointer Pro User Manual 11/24/2006
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